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PDQH Hand Pump

PRODUCT INFORMATION AND OPERATING INSTRUCTIONS:

Description: The PDQH Series is a portable, self-contained, manual hand pump hydrostatic test
system. H Series units come standard with relief valves and a soft seat check valve system for
solid performance. The H Series also includes a convenient handle slot for ease and safety during
transportation.

Specifications: Displacement per stroke: -3000 model - .53 cu. in.
-5000 model - .30 cu. in.
Inlet and Outlet: 42” NPT - Female

Weight: 18 Ibs.
IMPORTANT: FOR YOUR SAFETY BEFORE OPERATING THIS UNIT, READ THIS
OPERATOR’S MANUAL CAREFULLY AND COMPLETELY. LEARN THE

OPERATION, APPLICATIONS, AND POTENTIAL HAZARDS PARTICULARTO
THIS TOOL.
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SAFETY PRECAUTIONS:

1.

no

Be sure all pressure on air and water fittings is relieved before disconnecting any hoses or
fittings.

Wear eye protection.

Pressurization of any materials is dangerous- follow OSHA procedures for stored energy
and any pressurization cautions pertaining to the fluids used.

This system can develop pressure up to the nameplate pressure- do not over pressure test
vessels as damage can occur.

OPERATING INSTRUCTIONS:

1.

Close Needle Bleed Valve.

Attach water to input side with supply off.

Attach output using suitable hose.

Fill vessel to be tested by opening water supply.

When vessel is full, lift pump handle completely and crack needle valve to bleed any air.
Once bled, close needle valve.

Pump unit to desired test pressure ** Do not exceed pump rated pressure**

When test is complete, close inlet water supply, then crack needle valve to relieve system
pressure.

Disconnect hoses.
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HANDLE SHOWN ROTATED 90°
FROM PORTS FOR CLARITY
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OUTLET COMPONENTS AND FITTINGS
SHOWN ROTATED 90°FROM HORIZONTAL
TO VERTICAL FOR CLARITY
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ITEM NUMBER |QTY DESCRIPTION PDQH3000C |PDQH5000C
1 1|PISTON & BODY ASSY PDQH-76 PDQH-77
2 1|SEAT PDQH-71
3 1|GASKET-OUTLET PDQH-51 PDQH-72
4 2|POPPET ASSEMBLY PDQH-52 PDQH-73
5 1|BODY, CHECKVALVE, INLET PDQH-53 PDQH-74
6 2|SPRING PDQH-54 PDQH-75
7 2|PACKING, 90 SHORE PDQH-55 PDQH-55
8 1|POST PDQH-56 PDQH-56
9 1|ADAPTOR PDQH-57 PDQH-57

10 1|NUT PDQH-58 PDQH-58
11 1|GRIP, HANDLE PDQH-59 PDQH-59
12 1|LEVER PDQH-61 PDQH-61
13 1|HANDLE PDQH-62 PDQH-62
14 1|PIN PDQH-63 PDQH-63
15 1|INLET ADAPTER 1/2"F X 3/8"M NPT PDQH-44
15 1|INLET ADAPTER 1/2"F X 1/4"M NPT PDQH-34
16 1|NUT, PLAIN, 1/2-20 PDQH-64 PDQH-64
17 1|NUT SELF-LOCKING, 3/8-16 PDQH-65 PDQH-65
18 1|SCREW, CAP, 3/8-16 X2.00 LG PDQH-66 PDQH-66
19 1|SCREW, CAP, 1/2-20X2.00 LG PDQH-67 PDQH-67
20 1|GASKET, INLET PDQH-68 PDQH-68
21 1|BODY, CHECK VALVE, INLET PDQH-53 PDQH-74
22 2|BUSHING ADAPTER 1/4F X 1/2M NPT SS PDQH-37 PDQH-37
23 1|PRESSURE GAUGE 4000 PSI PDQH-42
23 1|PRESSURE GAUGE 6000 PSI SS PDQH-43
24 1|CROSS FITTING 1/2 NPT SS PDQH-38 PDQH-38
25 1|NEEDLE VALVE 10000 PS| @ 200F MxF 1/4 NPT PMI028 PMI028
26 1|STREET ELBOW MxF 1/4 NPT SS PDQH-35 PDQH-35
27 1|SSBOLT/WASHER / LOCK WASHER 1/2" PDQH-48 PDQH-48
28 1|SS BOLT/ WASHER / LOCK WASHER 5/16" PDQH-49 PDQH-49
29 1|BUSHING ADAPTER 3/8"M X 1/2"M NPT PDQH-45
29 1|BUSHING ADAPTER 1/4"M X 1/2"M NPT PDQH-36
30 1|ALUMINUM CHANNEL BASE 19"X6" W/ HANDLE PDQH-40 PDQH-40
31 1]|1/2" 15" HOSE (NOT SHOWN) PDQH-33 PDQH-33
1|REPAIR KIT PDQH-46 PDQH-47
1|INLET CHECK VALVE PDQH-81 PDQH-83
1|OUTLET CHECK VALVE PDQH-82 PDQH-84

Note: Repair kits include the piston rod seal/rings, check valve springs/seals/orings
for both the inlet and outlet check valves.

www.pinnacleindustriesltd.com




	PDQH 5000 HAND PUMP GA with no Parts List.pdf
	Sheets and Views
	Model


	PDQH 3000 HAND PUMP GA with no Parts List.pdf
	Sheets and Views
	Model



